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THE REMARKABLE CONSTRUCTION OF THE NEW X-LINE 
RAISES THE COMBINATION OF DESIGN AND FUNCTIONALITY TO A NEW LEVEL!

  Kränzle Quick Change-Click System
  Intelligent storage box for changing-nozzles
  Pressure regulation, allows operating pressures to be set to suit any task 
  Total-stop system, improves seal life-span and reduces power consumption 
  Storage for trigger gun with safety catch and lance
  Smart storage system, practical stowing of equipment
  Hose drum with 12 m steel braided high-pressure hose
  5 m power lead with cable reel

THE NEW         -LINE
NEW PRESSURE WASHER GENERATION!

* Orderable on November 2018

Technical specifications

Operating pressure adjustable bar / MPa

Max. admissible overpressure bar / MPa

Connected load V / ~ / Hz / A

Motor speed Rpm 4-pole low-speed 
motor 1400

2-pole
2800

Water output l/min l/h

Power intake / Power output kW kW

Dimensions L x W x H mm

Weight kg

Equipment

Hose drum

Steel braided high-pressure hose m

Trigger gun with safety catch Model

Click Sytem with flat jet nozzle Nozzle size

Click System with Dirtkiller nozzle Nozzle size

Ord.no.

CLICK!

Kränzle 2018, Ord. no.  304800-GB 
Subject to technical modifications.


